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Nonslip Cross-lined Heat Shrinkable Tube

Operating temperature: -55ºC - 110ºC

Skid proof arabesquitic heat shrink tubing is made of high-polymer with
scientific formula, via advanced technology processing. It has the
advantage of environment friendly, good flexiblility, skidproof, perfect
appearance, fast shrinkage, and stable performance.

Functional usage: Widely used in fishing and sports.
Application range: fishing tackles, sports fittings, health

equipment and commodities, etc.

1. Shrink ratio: 2:1
2. Shrinking temperature: Start at 70ºC, and full recovery at 110ºC
3. Operating temperature：-55ºC ～ 110ºC
4. Soft, non-slip, perfect appearance, fast shrinkage and stable performance.

Size
As supplied(mm) After recovery(mm) Standard package

(M/pcs)ID Average. W.T. Max I.D. Average. W.T.

φ15 ≥15 0.45±0.15 8 0.85±0.15 1.0

φ20 ≥20 0.50±0.15 11 0.90±0.15 0.8/1.0/1.6

φ22 ≥22 0.50±0.15 12.5 0.90±0.15 0.8/1.0/1.6

φ25 ≥25 0.50±0.15 14.5 1.00±0.15 0.8/1.0/1.6

φ28 ≥28 0.50±0.15 15.5 1.00±0.15 0.8/1.0/1.6

φ30 ≥30 0.60±0.15 17.5 1.20±0.15 0.8/1.0/1.6

φ35 ≥35 0.60±0.15 20.0 1.20±0.15 0.8/1.0/1.6

φ40 ≥40 0.60±0.15 23.0 1.20±0.15 0.8/1.0/1.6

φ45 ≥45 0.65±0.15 25.0 1.25±0.15 0.8/1.0/1.6

φ50 ≥50 0.65±0.15 28.0 1.25±0.15 0.8/1.0

Model number：SBD-NSHST

Structure

Usage

Characteristics

Dimension

Single Color: Black, red, yellow, green, blue (Other color available upon request.)
Double Color: Black and Red, Yellow and Red (Other color available upon request.)


